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Automatic Charger
For Single Shift Service

AUTOMATIC

BATTERY

CHARGERS

FEATURES
dvlidt microprocessor
control circuit

State of the art microprocessor
monitors battery condition and
automatically determines when
to shut the charger off.

Auto start/stop

Starts automatically after
connecting charger to the
battery, Eliminates potential
operator error. No timers to set.
Charger autornatically stops after
battery receives proper charge.
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Equalize Mode

Operator selected function
extends normal charge time.
Fail-safe protection
Internal backup timer terminates
charge cycle in the event
abnormal conditions prevent
normal charger shutdown.
AC Interrupt Protection
In the event of an AC power
interruption the charger auto-
matically restarts upon the
resumption of AC power.

Charge Complete Status
Light

Charger is off and battery is
fully charged. '

Charger On Status Light

Charger is energized and
charging the battery.
Energy Savings

BMAUTOMATIC DV/DT
CHARGE TERMINATION
MAKES CHARGER
AUTOMATIC

M EQUALIZE CAPABILITIES

B FERRORESONANT
TRANSFORMER DESIGN

EDESIGNED FOR
'SINGLE-SHIFT
LIGHT-DUTY

EBATTERY POWERED
EQUIPMENT-MANLIFTS,
TRANSPORTERS
SCRUBBER, SWEEPERS,
WALKIE TRUCKS.

This is especially true with
partially discharged batteries.
Instead of running for a fixed
period of time the automatic
control terminates the charge
cycle when the batteries
are full.

Significant reductions in the cost

required to charge a battery
are made possible by the

microprocessor control circuit.







